
Antenna cable with angled connectors, 75dB
SKU: ECAN1890MFW

  

White, 1.8m long satellite antenna cable with 90⁰ angled connectors 

The ideal option for those with limited space near their antenna socket, this Ekon antenna cable comes with both male and female
connectors, and is angled at 90⁰ to make it more compact.
A satellite adapter with two male sockets is also included with the package, allowing users to adapt this coaxial cable to either
socket as required.
Features:

Length: 1.8m
High efficiency shielding > 75dB
Connectors inclined at 90⁰
Male Adapter - male adapter is included
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Antenna cable with angled connectors, 75dB
SKU: ECAN1890MFW

Technical data
SKU: ECAN1890MFW   
Length: 1.8000 m   
Weight: 62 g   
Impedance: 75 Ohm   
Cable length: 1,8 m   
EAN: 8018417224355   
GPSR: The product must not be used by children or by people unable
to understand the potential risks., Item subject to WEEE Directive
2012/19/EU, Item subject to CE marking, Packaging of the item
subject to the "Green Dot" recycling system, The item packaging is
recyclable, Item subject to UKCA marking   
Color: white   
Connectors: Inclined at 90⁰   
Connector 1: Coaxial 9.5 mm Male   
Connector 2: Coassiale 9.5 mm Femmina   
Outer jacket: PVC   
Included accessories: Adapter male - male   

Logistics data
Depth Pack: 30 mm   
Width Pack: 110 mm   
Depth Inner: 420 mm   
Height Pack: 210 mm   
Weight Pack: 75 g   
Width Inner: 110 mm   
Amount Inner: 10 Pz   
Depth Master: 450 mm   
Height Inner: 120 mm   
Weight Inner: 910 g   
Width Master: 340 mm   
Amount Master: 60 Pz   
Height Master: 280 mm   
Weight Master: 6025 g   
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